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Flexible waterproof rubber sheathed cables for submersible motors for rated voltage up to and including 300/500V

miERER ® Range of application

AremER TR ERE3I/500VE L T B KBTS EI This product is used as flexible waterproof rubber sheathed
AiGEREL. cable for submersible motors with AC rated voltage up to and
K@ THEER: Q/321084KLA102. including 300/500V.

Applied standard: Q/321084 KLA102.

» EFRSN B Operating characteristics

1. EEREU/UA300/500VE LT 1. Rated voltage Uo/U is up to and including 30:0/500V.

2. BESEKH T TIERE 2. Long-term allowable working temperature for cable conductor
a)JHS&E 65T a) 65 C for JHS type.
b]JHSBZ #85°C b) 85 C for JHSB type.

m BSZHREMERE Type description and range of application

#2 Types #Fr Descriptions FE % Main application

EEZFHEESC/S00VE T EKETA, BAg—mIEKH

oKL KR E R R —WEESH

JHS Flexible waterproof rubber sheathed For connection of submersible motors with AC voltage

cable for submersible motors up to and including 300/500V, with one end should dip
inwater and the otherend in qir.
ERATHAKEBEKBEEHERNA, KEAFIEREREILSST

K AL R B K R 4 This cable is suitable for power fransmission on drainage

JHSB Flat flexible waterproof rubber

submersible electric pumps with long-term allowable

sheathed cable for submersible motors working temperature not exceeding 85 C.

B FEHAMSE Main technical performance

20°CRT Y S B R B PHFF & GB/T 3956-2008;
ConductorDCresistance at 20°C complies with GB/T 3956-2008;
BAMEEREFEQ/321084KLAT02,

Voltage test of cables complies with Q/321084 KLA102.

B £#377EE Structure diagrammatic drawing
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